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GaAs/Al-GaAs core-shell nanowires fabricated by molecular beam epitaxy contain quantum
confining structures susceptible of producing narrow photoluminescence (PL) and single photons.
The nanoscale chemical mapping of these structures is analyzed in 3D by atom probe tomography
(APT). The study allows us to confirm that Al atoms tend to segregate within the AlGaAs shells
towards the vertices of the hexagons defining the nanowire cross section. We also find strong alloy
fluctuations remaining AlGaAs shell, leading occasionally to the formation of quantum dots (QDs).
The PL emission energies predicted in the framework of a 3D effective mass model for a QD ana-
lyzed by APT and the PL spectra measured on other nanowires from the same growth batch are
consistent within the experimental uncertainties.VC 2014 AIP Publishing LLC.
[http://dx.doi.org/10.1063/1.4904952]
Epitaxial semiconductor quantum dots (QDs) have
been extensively studied over the last three decades because
of their peculiar optical properties such as narrow lumines-
cence and single photon emission. The structure and chemi-
cal composition of QDs has traditionally been assessed by
scanning tunneling microscopy (STM) or transmission elec-
tron microscopy (TEM) related techniques.1 In the last dec-
ade, laser-assisted atom probe tomography (LA-APT)2 has
emerged as a tool for the determination of the morphology
and of the chemical composition of nanoscale semiconduc-
tor heterostructures with sub-nanometer resolution in 3D.3,4
In the past few years, several APT-based studies addressed a
limited number of QD structures.4–10 Quantum dots can be
inserted in semiconductor nanowires either deterministically,
with specific shape and composition,11–14 or as self-assembled
structures.15–18 Nanowires, furthermore, represent a model
system for atom probe analysis,19–24 as they closely approxi-
mate the shape of a field-emission tip. Nevertheless, and de-
spite the interest of nanowire-based QDs for quantum
information25–29 and for their integration in nanoscale opto-
electronic devices,30–33 no studies of nanowire QDs by APT
have been reported yet.
Core-shell GaAs/AlGaAs nanowires grown by molecu-
lar beam epitaxy (MBE) have been shown to exhibit nar-
row luminescence and single photon emission, ascribed
to QDs forming occasionally at the external corners of
the AlGaAs shells.27 Isolated emissions centered around
670 nm (1.85 eV) could be found by cathodolumines-
cence (CL) spectroscopy, with a typical mean frequency
along the axis of the order of one spot per micron.27
Previous studies of these structures performed by high-
resolution scanning transmission electron microscopy
(HR-STEM), electron energy loss spectroscopy (EELS),
and energy-dispersive X-ray spectroscopy (EDX) indicated
that QDs may form at the outer corner of the hexagon in
the AlGaAs shell, at the termination of an Al-segregation
region.27,34 However, it was not possible to fully character-
ize the shape of the dots nor ascertain whether other mech-
anisms of QD formation may occur within the AlGaAs
shell. In addition, the elemental contrast in TEM techni-
ques is limited by the thickness of the slab and by the den-
sity contrast of the nanostructure.
In this work, we performed a 3D APT study on GaAs/
AlGaAs core-shell nanowires, finding evidence for QD for-
mation within the AlGaAs shell. One such dot, found in the
volume of a nanowire sample, could be reconstructed in its
3D shape and composition: it is elongated in the direction of
the nanowire axis and is defined by a composition gradient
of the AlGaAs alloy. Such QD structures are thus extremely
elusive with respect to STEM investigation. Their optical
properties have been studied experimentally by micro-
photoluminescence (l-PL) and theoretically by solving the
Schr€odinger equation in the effective mass approximation
based directly on the alloy distribution issued by the atom
probe data. The expected transition energy is consistent with
the statistics of the excitonic QD emission collected from a
set of nanowires from the same growth batch.
GaAs/AlGaAs core/shell nanowire structures were
grown in a P600 DCA MBE system. The GaAs core was
grown by the Ga-assisted method on a (111) silicon wafer,
with conditions optimized for a high yield of vertical wires.35
After the nanowires reached around a 10 lm length, the gal-
lium flux was stopped, the As4 flux increased, and the
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temperature lowered to 460 C. The growth of a shell with
nominally 33% of Al followed. See supplementary material
at Ref. 36 and previous Refs. 27 and 37 for more details on
the exact conditions. The scheme of the core-shell structure
is reported in Fig. 1(a), while a bright-field low
magnification STEM image of a cross section of a nanowire,
prepared by diamond lapping film mechanical thinning fol-
lowed by precision ion polishing (PIPS)37,38 is reported in
Fig. 1(b), the AlGaAs and GaAs shells appearing in brighter
and darker contrast, respectively.
Nanowires could be analyzed by APT after being sharp-
ened by focused ion beam, as shown in Fig. 1(c). The APT
experiment is schematically illustrated in Fig. 1(d). The
nanowires were analyzed in a Cameca laser-assisted wide-
angle tomographic atom probe (LAWATAP), having a field
of view (i.e., the half-angle of the detector acceptance cone)
of a¼ 20. Due to this geometrical constraint and to the large
wire diameter, APT allows for studying only a part of the
innermost AlGaAs shell. A total of four nanowires, labelled
NW1-4, were analyzed by APT. See supplementary material
at Ref. 36 for the details of sample preparation and for the
specific APT analysis conditions.
Data issued by the 3D APT analysis of NW3 are
reported in Fig. 2. Notice that the size of the analyzed region
does not exactly correspond to the scheme in Fig. 1(b), due
to the dispersion in size between different nanowires. Figure
2(a) reports in blue the isoconcentration surfaces defined for
a threshold Al atomic concentration equal to 4%, while Fig.
2(b) reports in red the 21% Al atomic concentration isosurfa-
ces. Both isosurfaces, a subset of 5% of the Al atom posi-
tions and selected regions of interest (ROI) are also
displayed in the top view of Fig. 2(c). The imaged volume is
a part of the innermost AlGaAs shell, which is delimited by
the blue isosurfaces in Figs. 2(a) and 2(c). Parts of the
GaAs core and of an intermediate GaAs shell are also visi-
ble. The definition of the interface between the AlGaAs shell
and the outer GaAs shell has been analyzed in the ROI #1.
FIG. 1. (a) Schematics and (b) cross-sectional TEM image illustrating the
shape and the internal structure of the studied NWs. The red dashed circle
indicates schematically the zone analyzed by atom probe in sample NW3.
(c) Field emission tip obtained after FIB annular milling of a nanowire. (d)
Schematics of the atom probe experiment.
FIG. 2. Atom probe 3D reconstruction of the volume analyzed from sample NW3, showing side views of the isoconcentration surfaces defined for Al atomic
concentration thresholds of 4% ((a), blue) delimiting the AlGaAs shell and of 21% ((b), red) delimiting the Al segregation regions at the hexagon corner lines.
(c) Top view of the reconstructed volume, reporting the isosurfaces at 4% (blue) and 21% Al elemental concentration (red); a 5% of the Al atoms is also
reported as blue dots. The ROI #1-3 relate to the analyses displayed in (d)–(f), respectively. (d) and (e) Proximity histograms defining the elemental concentra-
tions of Al (blue squares), Ga (red circles), and As (grey triangles) in the ROI #1 and #2, respectively. (f) AlAs alloy distribution extracted from ROI #3,
binned into volume elements containing 100 ions each. ROI #1-2 are as deep as the whole analyzed volume. ROI #3 is 50 nm deep and centered at around
150 nm from the top of the large reconstruction volume.
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The result is reported in Fig. 2(d) as a proximity histogram
(or proxigram39) defined for a 4% Al atomic concentration
isosurface. The proxigram indicates an abrupt variation of
the Al atomic concentration from 0% in the GaAs shell to
about 20% in the AlGaAs shell. The data evidenced in Figs.
2(b) and 2(c) indicate that Al tends to segregate along the
(101) planes crossing the vertices of the hexagon. Al segre-
gation has been previously observed by cross-sectional
STEM, as visible in Fig. 1(b). Segregation occurs during the
growth due to the differences in chemical potential and ada-
tom mobility on the (111)- and (112)-type facets.27 It has
also been observed in other Al-containing hexagonal nano-
wire structures.40–42 The proxigram defined in the ROI #2
for an Al 21% isosurface is displayed in Fig. 2(e), and shows
that these Al segregation planes contain up to 40% Al atomic
concentration, with an interface defined over about 2 nm. It
is interesting to notice that the detected As fraction is reason-
ably close to 50% in the GaAs shell, but rather closer to 45%
in the AlGaAs shell, and even to 40% in the AlGaAs segre-
gation region. It is important to underline that this deviation
from the nominal III-V stoichiometric ratio does not corre-
spond to a compositional bias within the crystal, but is an
artefact of the measurement, due to different field-dependent
evaporation efficiencies of Ga and As, and to the different
average evaporation field of the GaAs and of the AlGaAs
phases, as previously studied in other wide bandgap semi-
conductors.43–45 This small but not negligible discrepancy
has no particular consequences for a correct quantification of
the x fraction of AlAs in AlxGa1xAs, if this is determined
as the ratio of Al to (AlþGa) atomic concentrations.45
Finally, the frequency histogram shown in Fig. 2(f) and
defined for the ROI #3, including a sub-volume of the
AlGaAs shell outside of the segregation planes, also indi-
cates that the AlAs alloy fraction exhibits strong fluctuations
and does not follow the binomial distribution expected for a
random alloy.
The analysis of the interface between the inner AlGaAs
shell and the subsequent GaAs shell close to the corner of
the hexagon evidences alloy fluctuations and interface
roughness, but no definite features that could be attributed to
QDs such as in Refs. 27 and 34. See supplementary material
at Ref. 36 for the details. This result is related with the low
frequency of occurrence of such QDs along the axis and the
small volume probed by APT: a single atom probe run typi-
cally investigates a depth of some hundred nanometers visu-
alizing only one or two vertices of the AlGaAs shell.
Evidence for QD formation was found at a different
location, namely, in the AlGaAs shell outside of the Al seg-
regation plane. This result is shown in Fig. 3. Fig. 3(a)
reports the isosurfaces defined for a threshold AlAs alloy
fraction equal to 14% in a 3D reconstructed sub-volume of
sample NW3. In the shown perspective, the AlGaAs shell
lies in the central vertical stripe between the isosurfaces,
while the GaAs core (outer shell) lies in the left-hand (right-
hand) stripe. The nearly spherical isosurface with a diameter
of 4 nm in the center of the graph contains an Al-depleted
region, where the AlAs alloy fraction is lower than 14%. A
2D AlAs fraction map defined over a 1 nm thick slice cross-
ing the QD is reported in Fig. 3(b). Furthermore, Fig. 3(c)
and a supplementary video (Multimedia view) visualize the
3D distribution of the AlAs alloy fraction in a subvolume of
the AlGaAs shell containing the QD. These data indicate that
the QD is elongated in the direction of the nanowire axis,
and that it is defined by a gradient of AlGaAs composition.
FIG. 3. (a) Atom probe 3D reconstruction of the sub-volume of sample NW3 containing a QD in the AlGaAs shell, showing the isosurfaces at 14% AlAs alloy
fraction; the GaAs core and the external GaAs shell appear on the right and on the left-hand side, respectively; (b) 2D map of Al elemental concentration,
extracted from the 1 nm thick slice corresponding to the grey dashed line in (a). The red arrows point to the QD position. (c) 3D visualization of the AlAs alloy
fraction distribution in the region of interest highlighted in (a). (The low Al density regions on the edges correspond to the superposition of the ROI with the
GaAs shell). (d) and (e) Wavefunctions of the single-particle ground states of electron (d) and heavy hole (e) calculated in the framework of an effective mass
approximation for the alloy distribution in (c). See also the 3D animated graphics of (c)–(e). (Multimedia view) [URL: http://dx.doi.org/10.1063/1.4904952.1]
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Along the analyzed volume of sample NW3 and in the other
samples, no other alloy fluctuations of similar strength were
found.
The optical properties of nanowires from the same
growth batch are displayed in Fig. 4. The PL was collected
at a temperature of 3.85K upon stabilized continuous-wave
(CW) excitation at 1.958 eV, providing a resolution of
500 nm and a power density of 650 W cm2 (values for a
focus on flat Si). The signal was analyzed by a 1200 l/mm
grating in a 500mm spectrometer giving a spectral resolution
of 80 leV, projected and read-out on a LN2-cooled silicon
charged-coupled device (CCD). Scanning the grating allowed
to record a high-resolution spectrum on a large bandwidth. A
typical single-QD lPL spectrum is displayed in Fig. 4(a).
The full spectrum exhibits a broad emission peak at
1.5 eV, corresponding to the GaAs core and narrow emis-
sion lines at higher energies. The inset shows the spectral
interval centered around 1.817 eV, where emission lines
emitted by a single QD are found. The blue edge peak
(labelled X) corresponds to excitonic emission (1e1þ 1hh1).
The effect of the electron-hole exchange interaction can be
seen in the small splitting of the peak. The red-shifted
peak (labelled CX) can be attributed to the same QD in a
charged configuration. Emerging peaks around 1.814 eV and
1.817 eV correspond, respectively, to the biexciton (broad-
ened by its sideband46) and the second charged exciton.34
The histogram of the QD single exciton transition ener-
gies issued by the analysis of the same batch of nanowires
used for APT is shown in Fig. 4(b). In this case, the spectra
were obtained on samples cooled at 10K, upon CW excitation
at 2.54 eV, with a power density around 150Wcm2. The sig-
nal was dispersed with a 300 l/mm grating and projected on a
Peltier cooled CCD. Around 440 peaks from 27 different
spectra were located by a peak recognition algorithm.
In order to determine if the QD highlighted in Figs.
3(a)–3(c) is consistent with the optical spectroscopy, the
results of the 3D elemental mapping were used to build the
potential landscape for calculation of the electronic states.
These were determined in the framework of an effective-mass
approximation implemented by the software nextnano3
(Ref. 47) involving the computation of the single-particle
states for the conduction and heavy-hole states48 in a structure
assumed as elastically relaxed. Since the computed value cor-
responds to a single point in the statistical average of ensem-
ble, a more sophisticated technique is not primordial.
The single-particle electron and heavy hole (e1-hh1)
squared wavefunctions are displayed in Figs. 3(d) and 3(e),
while the associated single particle-state transition energies
are superimposed to the histogram of Fig. 4(b). It is evident
that the result of the calculation is critically dependent on the
choice of the size of the sampling volume element over which
the local AlAs alloy fraction is defined, while the exciton
binding energy, not displayed, is rather constant around
30meV. If, on one hand, it is not reasonable to adopt a bin
width larger than 2 nm—the width of the region containing
less than 14% AlAs within the dot is around 3 nm only—it is
also not meaningful to decrease the binning width below
0.5 nm, because (i) this value approximately corresponds to
the lateral resolution of the measurement of single atom posi-
tions in atom probe and (ii) such small bins make the statisti-
cal definition of the composition not reliable. The results of
the simulations indicate thus that the emission energies for the
QD measured in APT should be found within the interval
1.75–1.92 eV. According to these considerations, the struc-
tural properties of the QD found by APT are well consistent
with the optical properties of the excitonic QD emission found
on other nanowires from the same series.
In summary, we have performed a comparative mea-
surement between the structural and optical properties of
core-shell GaAs/AlGaAs nanowires. The three-dimensional
APT analysis indicates that AlGaAs shells exhibit Al-rich
segregation planes along the (101) planes and a non-random
alloy distribution in the rest of the shell. Alloy fluctuations
of such strength may induce the formation of QDs—an
example of which was found in the proximity of the Al-rich
segregation plane. The Schr€odinger equation in the effective
mass approximation was subsequently solved for the alloy
distribution measured by APT, yielding QD emission ener-
gies consistent with the lPL study performed on other nano-
wire samples from the same growth batch.
This study opens up interesting perspectives, as it will
be possible, in the next future, to address the correlation
between the optical and structural properties of single QDs,
provided the optical spectroscopy and atom probe tomogra-
phy studies are performed subsequently on the same nano-
scale object.49
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